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HELIOS TITAN – SP Super Power
TITAN SUPER POWER new range encloses Star Progetti's whole technology and experience in the IRK infrared 
heating field. Such a research has resulted in a better heating performance and a reduction of electric consumptions. 
Consequently the new HELIOS TITAN range becomes decisively convenient where the utilisation is continuous, in high 
installations, in the industrial field and in areas where there are dispersions such as in sheds with driveways, coverings, 
as well as in outer spaces.  The results you get by  HELIOS TITAN cannot be compared, both in terms of heat output 
and in operational costs. HELIOS TITAN is IP25 protection degree, therefore it can be installed even outside, with bad 
weather and under the rain and water sprays.  

 NEW

Dimensions (cm)
47x23x17
Packing (cm) 60x35x30
Net weight (kg) 3,80
Gross weight (kg)
4,20

Revolving model for wall or ceiling fixing
WITHOUT GLASS  - Patented technology

Colour : white RAL 9016

1500 Watt (cod.EHT1-15) / 2000 Watt (cod.EHT1-20)
220-240V  50/60Hz

Heated area: roughly 28 m2 

Protection rating : IP25 
PROTECTED AGAINST RAIN AND WATER SPRAYS

• Accessories provided : protection grid,   1.5 m. electric cable,
bracket for fixing to wall or ceiling, arranged for coupling to ceiling

by chains
• Installation height: 3,50 / 4,00 m. (code EHT1-15);  4,00 / 4,50 m.

(code EHT1-20 )
• Recommended positioning: wall at 45° or ceiling at 45°

Test at 8°C ambient T. 
with EHT1-20
A = 4,0 m.
B = 5,0 m.
C = 5,5 m.

Revolving model for wall or ceiling fixing
WITHOUT GLASS  - Patented technology

Colour : white RAL 9016

3000 Watt (code EHT2-30)
4000 Watt (code EHT2-40)
220-240V 50/60Hz

Heated area: roughly 43 m2

Protection rating : IP25
PROTECTED AGAINST RAIN AND WATER SPRAYS

• Accessories provided : protection grid, 2 electric cables of 1.5m. each,
bracket for fixing to wall or ceiling, arranged for coupling to ceiling by

chains, possibility of single bulb power-on 
• Installation height:: 4,00 / 4,50 m. (code EHT2-30) 4,50 / 5,00  m.

(code EHT2-40)
• Recommended positioning: wall at 45° or ceiling at 45°

Dimensions (cm) 
104x23x17
Packing (cm) 115x35x30
Net weight (kg) 6,90
Gross weight (kg) 
7,50

Test at 8°C ambient T
with EHT2-40
A = 4,0 m.
B = 6,0 m.
C = 7,0 m.

Dimensions (cm) 47x47x17
Packing (cm) 60x45x19
Net weight (kg) 5,70
Gross weight (kg) 6,50

Test at 8°C ambient T
with EHTV2-40
A = 4,0 m.
B = 6,5 m.
C = 7,0 m.

CODE EHT1-15 / EHT1-20 
SINGLE-PHASE

CODE EHT2-30 / EHT2-40 
SINGLE-PHASE

CODE EHTV2-305 / EHTV2-40 
SINGLE/THREE-PHASE
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Comfort area 42 m2
35°C at floor

Comfort area 45 m2
31°C at floor
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Revolving model for wall or ceiling fixing
WITHOUT GLASS  - Patented technology

Colour : white RAL 9016

3000 Watt (code EHTV2-30)
4000 Watt (code EHTV2-40)
220-240V 50/60Hz

Heated area: roughly 44 m2 

Protection rating IP25
PROTECTED AGAINST RAIN AND WATER SPRAYS

• Accessories provided : protection grid, 2 electric cables of 1.5m.
each, bracket for fixing to wall or ceiling, arranged for coupling to
ceiling by chains, possibility of single bulb power-on
• Installation height: 4,00 / 4,50 m. (code EHTV2-30) 4,50 / 5,00

m. (code EHTV2-40 )
• Recommended positioning: wall at 45° or ceiling at 45°
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 Comfort area 28 m2 
26°C at floor




